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60 ltr vat binnenzijde gecoat met een consumptie geschikte coating  en een los deksel. 


	B.V. Fa. van Leer


18 mm multiplex bodem versteviging  rond 380 mm.


aftap kraan 	te koop bij het Bijenhuis te Wageningen (evt een houten stop.)


draaipunt 	RVS bout 8 x 50 met moer


As		RVS draadstang M8 500 mm  5 moeren M8 1 verlengmoer M8 stalen pen M4 lang 20 mm


Korf		RVS plaat 1350 x 250 mm


		RVS gaas # 5mm ongeveer  2 stukken 400 x 250 mm


Aandrijving	Dit is een opsomming van de aandrijving zoals ik deze heb gemaakt 


		Met wat inventiviteit kunt u dit aanpassen aan de mogelijkheden die u zelf heeft om een 		overbrenging te maken of te vinden.


		1 oude kop van een haakse slijpmachine.( Vragen bij een machine fabriek constructie 		werkplaats of aannemer)


		buis 15 mm 1/100 mm 1/300 mm


		strip 25 x 5 1/170 mm


		draad M8 1/150 mm


		1 dopmoer M8


		houten stokje voor handvat rond 30 mm 1/140 mm (stuk bezemsteel)


		multiplex 18 mm 1/125 x 450 mm 1/125 x 100 mm


		2 hardhouten blokjes  125 x 40 x 25


		enkele schroeven en boutjes





The same list in English


material list 





60 ltr. barrel with in inside coating for consumption purpose


	or good painted with special paint. 2 component. 


18 mm plywood cirkel for reinforcing the bottem.


Tap:   		obtainable at a beekeeper equipment store


turning point: 	Stainless steel bolt 8 x 50 mm with nut


center shaft:  	stainless steel M8 5 nuts M8 1 extension nut M8 steel pin M4 lang 20 mm


Box.   		Stainless steel 1 mm thick 1350 x 250 mm


       		  "       netting # 5-8 mm 2 pices 400 x 250 mm  


drive:		this is a list of a drive how I made it.


		You maybe can make it a little bit different when you have other materials.


		1 Old transmision from a 90 grd grinding machine. Ask at repair shops or


		construction factory. They trow away several a year.


		pipe 15 mm  1 pice 100 mm 1 pice 300 mm.


		steel strip 25 x 5 mm 1/170 mm


		wire M8 1/150


		1 nut M8 with cap.


		a pice of a broomstik diameter about 30 mm 1/140 (handle)


		plywood 18 mm 1/125 x 450 1/125 x 100 (bridge over the barrel for drive)


		2 hardwood blocks 125 x 40 x 25 also for the bridge 


		some screws bolts ect. 





		


